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Clyde Bergemann is the undisputed leader in SCR Cleaning Systems worldwide.  At present
over 85% of the world's SCR reactors are cleaned using Clyde Bergemann technology!

The preheat loop is designed to remove
moisture from the cleaning medium, thus
protecting the reactor catalyst.

The rake element incorporates a special
welding process whereby the joints are
made without causing undue cleaning
medium flow restrictions.

Lance tube, preheat tube and
elements are all made to cause the
least amount of restriction to flow and
reduce the event of deposit buildup to
happen on the rake element. The number and placement of

nozzles is made to maximize
cleaning while minimizing catalyst
damage.

The canopy is designed to provide a sturdy
platform for the carriage mechanism to travel
within and is galvanized for long life.

Externally adjustable poppet
valve provides accuracy in
pressure settings and ease in
adjustment.

The carriage assembly is designed
specifically to address the specific needs
of SCR Cleaning.  This assembly
includes a special 5:1 ratio multiplier and
is set up to travel at 22"/min.

Automatic Packing
Tightener for
improved packing
life.

A sturdy new lower housing
designed to add stability and
a solid foundation for rake
movement.

3/4 HP, NEMA
56C, TEFC,
480V/3ph/60Hz,
Class B motor.

Balanced drive, dual rack & pinion gearbox drive
assembly, heavy-duty dual bearing carriage rollers
and sealed side rollers.

Bolt in gear rack for ease in maintainability
and 2", square tube roller rails to provide
solid stable operating platform.

Hourglass
support roller
designed for
maximum
rake support.

Easy to get to, adjustable
poppet valve linkage.


